
SAFETY WARNING! 
Always use the correct tools, and wear safety 
goggles and gloves. Always use jack stands or a 
locking lift. We recommend professional installa-
tion by a licensed mechanic. 

VEHICLE RIDE WARNING! 
Trucks with lift kits or leveling kits installed have a 

higher center of gravity. Aggressive direction 
changes may cause a tip over. Always drive carefully 

and obey the speed limit. 

For tech support call 1-888-660-5892 
Info@truxxx.com 

Caster Left Caster Right Camber Left Camber Right Toe-in Need Camber 
Kit? 

4.25 3.75 0 -1/4 -1/32 No 

Alignment Specifications: 

Part # 607080 —  2005-6 Dodge Dakota  

1. Jack the truck up and support with jack stands. 
2. Remove the wheels 
3. If the truck is a 4x4, remove the axle nut 
4. Remove the sway bar link from below the control 
arm, remove the tie rod 
end, and the upper ball 
joint. 
5. Remove the strut  

6. Install the Truxxx kit on the strut 
7. Reinstall the strut into the truck 

 
8. Re-attach the tie rod end 
before  the upper ball joint. 
 
9. Using a floor jack, apply 
pressure to the lower ball 
joint and reattach the up-
per ball joint 
 

 
Align and adjust headlights 
 
 
IMPORTANT 
This is a light truck, and it is safer to install t he kit on the ground. 
Jacking up the lower control arm on a hoist may cau se the truck to 
fall. 


